MORTAR AND PLASTER MIX
PRODUCT DESCRIPTION
Khoury Mortar and Plaster Mix is a dry mix for
internal and external wall finishing. It is made of
Portland type cement, well graduated sand and
additives. The mortar is designed in technically
controlled proportions, with properties and
characteristics of adherence, cohesiveness,
fluidity and texture, which enhances the
condition of durability, appearance and
mechanical resistance when dry.
It is also available with waterproof properties.

USE AND APPLICATION
This mortar is recommended for application in
the finishing of walls, masonry, concrete,
bricks and stoneware, both indoors or
outdoors.
For the best workability, it is recommended to
mix the product in a mortar mixer. For small
volumes, it can be mixed by hand.

RECOMMENDATIONS
Use a primer adhesive before applying this
product on smooth surfaces (i.e. concrete molded
walls, ceiling). This is necessary to ensure the
best adherence possible.
During application of this product, avoid thickness
that exceeds the maximum values allowed by
international quality standards.
Do not add sand, cement or any other additive to
this product, as it would change its characteristics.
Clean the work area before mixing, to avoid the
contamination with foreign material and/or
oversized particles.
Before application, ensure that the surface is free
of dust, grease or paint, as this will restrict the
adherence of the product.
Store the bags in a dry and hermetic place, free of
humidity and separated from the floor by wooden
platforms.
Avoid contact with eyes.

SPECIFICATIONS
ADVANTAGES OF PRODUCT
Less failures and hollowness in the walls than
those mortars prepared on site, which reduces
the final repair costs substantially.
Reduction of the pre-mix wait time during the
preparation of the mixture, which increases the
man-power efficiency.
Guaranteed resistance to compression and
ripping of the coating.
Excellent adherence and cohesion condition,
which leads to a significant reduction of the
material waste.
Better control of inventory, which saves space
and leads to cleaner work areas.
Better quality of the wall texture, assuring the
uniformity of the appearance of the coating.
Easy to allocate the final unit costs.

